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METHOD AND APPARATUS FOR COMPUTER VIRUS DETECTION, 
ANALYSIS, AND REMOVAL IN REAL TIME 
This invention relates to a stand-alone computer process that uses a single informa- 
tion engine to produce a collection of relational data which performs any, or all, of four 
operations involved in the detection of various types of computer viruses in real time. 
These four operations are (1) system integrity checking, (2) known virus detection, (3) 
unknown variant detection, and (4) new virus analysis and detection. 

This relational anti-virus engine is referred to hereinafter as RAVEN. 
Depending on the vims type, the relationship of about 70 different data items can 
be used in detection. The entire process is performed on a single, stand-alone computer 
system in real time. However, the process can also be run from on the stand-alone 
system from a connected, remote computer system, which remote system can maintain 
the known virus databases. 
BACKGROUND OF INVENTION 
The Field of the Invention 

The invention relates in general to computer systems. In particular this invention 
relates to the detection of computer viruses. Primarily those viruses that execute on Intel 
and hitel-compatible processors under DOS, and versions of Microsoft Windows such as 
program viruses, boot sector vimses, and OLE viruses. However, the invention is 
specifically designed to be implemented on a wider variety of platfomis (i.e. to be able to 
look for htel-based viruses on systems with other processors). 

Antivirus programs have been in existence since the late 1980s. An example of 
how traditional antivirus products work can be seen in a program written by this author in 
1988. That program detected viruses and related hostile software in two ways: (1) It 
scanned each file for byte streams (this is called "signature scanning") matching known 
viriises and (2) it scanned each file for known virus-like code (this is called "heuristic 
scanning"). Other techniques in early antivirus programs involved either preventing 
virus-like activity (this is called "behavior blocking") or by checking a file for changes 
(this is called "integrity checking"). 
SUMMARY OF INVENTION 

Raven is a single information engine, which gathers and uses a variety of 
relational data in order to perform four basic fimctions: 

• Gather, store, and compare information about computer system integrity. 
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Use the infonnation supplied by analysis to detect known computer 
viruses. 

Use the information supplied by analysis to detect variants of known 
computer viruses. 

Automate computer virus analysis and output virus detection infonnation. 
These functions may be used independently, or as part of an overall antivirus 
development and updating process, or as part of a single, real-time process on a single 
computer system. The engine functions by analyzing the contents of a buffer. Usually, 
the buffer contains all or portion of a executable program file. The data extracted by the 
engine represents a unique complex collection of interrelated data based on the buffer's 
(file's) contents. 

The unique features of this antivirus system are it's single-engine automation 
basis and its use of relational signature objects in virus detection. 

In the case of known-virus detection, traditional approach was to use single, 
specific signature types to detect viruses - one virus, one signature. In contrast, Raven 
uses a large relational set of applicable data, (signatures and flags), to detect any given 
virus. Depending on the file type, the relationship of over 30 different "signatures" can be 
used to detect any single computer virus. So, for any given virus, a combination of many 
signatures and flags is used for precise identification. To our knowledge, the Raven 
system is unique. No other antivirus product we know of uses the combination and 
relationship of multiple signatures, signature types, and additional data to detect known 
viruses. 

The core functionality of Raven involves gathering a specific data set from any 
given, recognized file type (technically, a stream type). The data set is used for different 
purposes; including file integrity management and virus detection. When used for virus 
detection the data represents a set of traditional and non-traditional signature types as 
well as heuristic flags and other information about the file. 

It is the unique combination of this data, rather than any single data item (such as 
one single virus signature) that is used by Raven to detect viruses. How these different 
3 0 data relate to one another accounts for the "relational" nature of Raven. 

Having multiple, usable signatures for each virus is advantageous. It allows 
Raven to verify infections with a high degree of certainty and helps in the avoidance of 
false identifications. Although all of the relational data is available, not all of it is used in 
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every case. Rather, a subset of specific critical data is often used. This allows Raven to 
maintain good verification, while also allowing it to easily recognize new variants of 
known viruses. Additionally, the data can be easily overridden or modified in various 
ways to enhance performance. Generally, however, the data are never modified, hi fact, 
most of the data is never touched, or even seen, by the developer, because the Raven 
detection system is built abnost entirely by an automated system. 

From its inception, Raven was specifically designed as part of an automated virus 
analysis and detection system. That is, the vims detection databases and updates are 
created as part of an automated vims analysis system. The purpose is to automate as 
much as possible the process of developing detection for new vimses as they appear. To 
this end. Raven is implemented in two distinct forms. 

Raven is first implemented as part of a virus analysis tool. This tool is nm on a 
large collection of viruses. The vims collection must meet certain criteria and have a 
known format. The output fix)m the analysis-implementation of Raven is then input to a 
build system that, in turn, outputs a vims-detection database or update to be that is used 
by the second implementation of Raven. 

Raven is implemented in this second form as part of a vims detection tool. When 
this tool is nm on any given system (such as a user's system), the gathered data for each 
file checked is tested against the relational data that represents the known vimses stored 
20 in the vims-detection database. An exact match of all related data indicates a known vims 

is present. In addition, if most, but not all, of the data is matched, there is a high 
probability that an unknown (but closely related) vims is present. 

While a few viruses may still need to be examined by a vims researcher, most are 
analyzed and accepted automatically. The automated system produces over 90 percent of 
the data sets used by Raven. The automated system allows for rapid response for new 
vimses. 

Raven was specifically designed for portability. The core Raven functionality is 
written entirely ANSI C. This single antivims engine that can be compiled and nm on a 
variety of processors and operating systems, hi addition, these different compiles of 
Raven all use the same vhiis-detection database. That is, copies of a single binary fonn of 
an original or update database may be used with compiles of Raven on different 
platforms. 
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BRIEF DESCRIPTION OF DRAWINGS 

Figure 1 is a block diagram of prior art consisting of a computer system upon 
which the Raven process might be implemented. The pictured system has a processor 
("A") and memory ("B"). Additional parts of the pictured system (usually present) are 
one or more permanent storage media ("C"). one or more video displays ("D"), and 
(optionally) one or more communication or networking units ("E") comiecting the 
computer to other computer systems. 

Figure 2A pictures an uninfected program file with the block marked "A" being 
the program's header and the block marked "B" representing the program's main body. 

Figure 2B pictures the same program file after being infected by an appending 
computer virus. The original (or host) program's body ("B") remains intact. The virus has 
added its own header ("C") to the host program, has attached its own body ("D") with the 
host's header ("A") stored therein. The virus header redirects the program flow so that its 
own code (in its main body marked "D") is run first. 

Figure 3A pictures the critical parts of a program file that are stored for use by 
Raven when accessing any standard (non-OLE) buffer. "B" represents the end of the file. 
The header ("A") points to the beginning of the actual start of the program code ("C"). 
For the purpose of illustration, this program is shown as having a short portion of code 
("C"), followed by a section of data ("D"). The first portion of code ("C") branches (or 
jumps) past the data and resumed execution as "E", "F", and beyond. The other 
designations ("G" through "M") are explained below under the heading "Description of 
Raven's Basic Relational Signature Objects." 

Figure 3B pictures the critical parts of a WordBasic file that are stored for use by 
Raven. "A" and "B" are macros in WordBasic. 

Figure 3C pictures the critical parts of a VBA (Visual Basic for Applications) file 
that are stored for use by Raven. "A" and "B" represent the infonnation for two macros. 
The "1" in each is the line table, "2" is the macro instmctions, and "3" is the compressed 
source. "C" represents the global string table where macro variable names are stored. 

Figure 4 shows an overview of the prefen-ed embodiment of the process. This is 
detailed under the section heading "Main Process Description." 

Figure 5 shows the flow within the main infonnation engine. This is detailed 
under the section heading "Raven Process." 

Figure 6 shows the allocated byte streams associated with the seven primary 
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relative'signature objects, which are filled in by the Raven process or the process calling 
the Raven process. 

Figure 7 shows the structure of each primary relative signature object. 
Figure 8 shows the extended relative signature variables. 
5 Figure 9 shows the extended relative signature arrays. 

Figure 10 shows the extended relative signature flags. 
DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS 
Description of Raven's Primary Relational Signature Objects 

Though other relational signatures and fla^ are used by Raven, the primary 
1 0 functionality of Raven involves seven primary relational signature objects. 

Raven functions by tracing a program's path of execution. It does not emulate 
execution (e.g. it does not set up a virtual CPU and emulate each instruction), rather it 
interprets each instruction. As it traces through a buffer, it stores a variety of byte streams 
and modifies variables. The byte streams (along with their analysis data) constitute 
15 Raven's primary relational signattire objects. The variables (including a system of flags) 

constitute Raven's extended relational signature objects. 

When run on any given buffer, the Raven InfoEngine produces seven basic 
primary relational signature objects. Each primary relational signature object is created 
and stored by the Raven InfoEngine. The contents of each relational signature object 
2 0 depends on the basic relational signature object type. 

In addition, each primary relational signature object contains five parts (or units). 
Since one unit (ByteStream) contains two overiapping byte signatures, the five units 
actually constitute six relational signature units. 

Thus, any given set of seven primary relational signature objects (each containing 
25 six relational signature units) rq)resents a unique set of 42 relational signature units. 

The five units contained in each primary relational signature object are: 

• ByteStream (Includes ByteSubStream) 

• ByteStream Length 

• ByteSubStream Length 
30 • CRC of ByteStream 

• CRC of ByteSubStream 

Of five these units, only the "ByteStream Length" unit is predefined. All the units 
are variable depending on the unique contents of any given buffer. Note that the 
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ByteStream unit includes a variable substring, ByteSubStream unit, and thus constitutes 
two relational signature units. In all, each basic relational signature object represents a 
collection of five unique relational signature unit. 

The ByteStream unit represents a string of bytes (unsigned chars) copied from the 
file buffer. These bytes may or may not represent a contiguous byte stream found in the 
buffer. 

Contained within the ByteStream unit is the ByteSubStream unit, which starts at 
the beginning of the ByteStream unit. That is, the first byte of both units are identical. 

The ByteStream Length is preset before the object is filled in by Raven. It usually 
remains unchanged, but may be modified by Raven under unusual circumstances. 

The ByteSubStream Length is, by default, the ByteStream Length halved. 
However, under certain conditions it may be smaller. Specifically, the ByteSubStream 
Length may be reset when a loopback condition is encountered (in the case of a 
decryption loop). In this way, the ByteSubStream Length will often reflect the length of a 
vinjs's decryption loop and thus exclude encrypted bytes beyond the loop from the 
signature. 

The ByteStream CRC unit is a 16-bit CRC of the ByteStream from byte zero (the 
first byte) to ByteSfream Length. 

The ByteSubStream CRC unit is a 16-bit CRC of the ByteSubStream from byte 
zero (the first byte) to ByteSubStream Length. 
The seven primary object types are: 

• Trace object 

• Opcode object 

• OpMode object 

• Entry object 

• Header object 

• Extra object 

• Tail object 

Explanation of the Seven Primary Objects 

As explained above, each of these objects contain six relational signature units. 
An example of the location of each object and its units are illustrated in the drawings 
numbered 6 and 7. The following descriptions wiU reference this drawing. 

The Trace object contains aU the bytes found by Raven as it traces the path of 
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•execution in the buffer. Specifically, it contains all instructions (opcode, auxiliaiy, and 
data bytes) encountered. Branch instructions are stored and then the next instruction is 
taken fi-om the location branched to. 

Example. In the illustration, it is assumed that the program execution starts at the 
beginning of block "C" and that there is a branch instruction at the end of block "C" that 
branches to the start of block "E". Therefore, the ByteStream unit would contain all the 
bytes in blocks "C" and "E" and the ByteSubStream would contain all the bytes in blocks 
"I" and "J" as a subset of ByteStream. 

The Opcode object contains all the opcode bytes found by Raven as it traces the 
path of execution in the buffer. Specifically, it contains only opcode bytes encountered. 
Branch opcodes are stored and then the next instruction is taken from the location 
branched to. No auxiliary or data bytes are stored. 

Example. The ByteStream unit would contain only the opcode bytes in blocks 
"C" and "E" and the ByteSubStream would contain only the opcode bytes in blocks "I" 
and "J" as a subset of ByteStream. 

The OpMode object contains all the opcode bytes, plus any auxiliary bytes 
(specifically bytes containing Mod, Reg, RM data) found by Raven as it traces the path 
of execution in the buffer. Specifically, it contains only opcode bytes encountered. 
Branch opcodes are stored and then the next instruction is taken from the location 
branched to. No data bytes are stored. 

Example. The ByteStream unit would contain only the opcode and auxiliary bytes 
in blocks "C" and "E" and the ByteSubStream would contain only the opcode and 
auxiliary bytes in blocks "I" and "J" as a subset of ByteStream. 

The Entry object contains the number of bytes defined in ByteStream that are 
found by Raven at the start of the path of execution in the buffer. Specifically, it contains 
all instructions (opcode, auxiliary, and data bytes) encountered. Branch instructions are 
stored, but the next instruction is taken without tracing the branch. 

Example. Since the branch at the end of "C" is not traced, the ByteStream unit 
would contain all the bytes in blocks "C" and "D" and the ByteSubStream would contain 
all the bytes in blocks "H" as a subset of ByteStream. 

The Header object contains the number of bytes defined in ByteStream that are 
found by Raven at the start of the buffer. Specifically, it contains all bytes encountered. 
Note that this information is only rarely used in the detection of known viruses, but is 
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always used by the integrity checking system. 

Example. The ByteStream unit would contain all the bytes in blocks "A" and the 
ByteSubStream would contain all the bytes in blocks "G" as a subset of ByteStream. 

The Extra object is only used where there is an extra header in the buffer 
(specifically headers used under the various Microsoft Windows operating systems) This 
object contains the number of bytes defined in ByteStream that are found by Raven at the 
start of the extra header. Specifically, it contains all bytes encountered. Note that this 
information is only rarely used in the detection of known viruses, but is always used by 
the integrity checking system. 

Example. This object is not illustrated. 

The Tail object contains the number of bytes defined in ByteStream that are 
found by Raven at the end of the buffer. Specifically, it contains all bytes encountered. 

Example. The ByteStream unit would contain all the bytes in blocks "B" and the 
ByteSubStream would contain all the bytes in blocks "N" as a subset of ByteStream. 
Structure of the Primary Signature Objects 

As illustrated in drawing 6, allocated byte streams are used to store each actual 
primary signature object's ByteStream. These are actually stored as a pointer unit in each 
object. The bytestreams are pictured as being of various lengths because a different 
number of bytes is stored in each. For example, if X number of opcodes was traced, then 
the Opcode bytestream will contain N bytes, the OpMode bytestream will contain N+X 
bytes where X is equal to the number of opcodes with an auxiliary byte, and the Trace 
bytestream will comain all the bytes making up the complete instructions represented by 
N opcodes. The sizes of the Entry, Header, and Tail bytestreams are fixed. The size of the 
Extra bytestream is based on the size of the file's extended file header. 

Each primary signature object has the structure shown in drawing 7. 
Primary Relational Signature Objects and OLE2 Files 

When an 0LE2 file is being processed. Each of the primary objects are used to 
store infonnation about a specific macro. Unused objects are zeroed out. If more than 
seven objects are needed, additional ones are allocated. The information stored in the 
ByteStream depends on the 0LE2 file type. 

For WordBasic macros, a compressed copy of the macro is stored. The 
compression algorithm removes variable instructions in WordBasic (such as different 
ways of identifying spaces and tabs, which may change within the macro depending on 
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the way a given copy of Microsoft Woni is set up). The ByteStream Length is then the 
size of the compressed macro and the ByteSubStream Length is half this. This is 
illustrated in figures 3B. where "A" and "B" are macros in WordBasic. 

In the case of VBA macros, the data stored is constructed fiom information 
5 gleaned from each VBA project's line table, code, compressed source, and the global 

string table. In this case the ByteStream Length is then the size of the constructed data 
and the ByteSubStream Length is half this. This is pictured in figure 3C where "A" and 
"B" represent the information for two macros and "1" in each is the line table, "2" is the 
macro instmctions, and "3" is the compressed source. "C" represents the global string 
1 0 table where macro variable names are stored. 

Description of Raven's Extended Relational Signature Objects 

In addition to Raven's primary relational signature objects, it also uses a set of 
extended relational signature objects. These objects may be a variable, airay, or bit flag. 
Variables 

^ Variables are illustrated in figure 8. 

• FileSize 

• Inset 

• MainEntiy 

• AltEntry 
20 . OpCount 

• IterationCount 

• JumpCount 

• NoiseLevel 

• FileType 
25 . FileCRC 

The FileSize variable represents the size of any given file. It is rarely used in the 
detection of known viruses, but is always used by the integrity checking system. This 
variable is illustrated in drawing 3A as "M". 

The MainEntry variable represents the distance in any given file from the start of 
the file to the location where program execution actually begins. It is rarely used in the 
detection of known vimses, but is always used by the integrity checking system. This 
variable is illustrated in drawing 3 A as "L". 

The Inset variable represents the distance in any given file from the location 
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Where program execution actually begins to the end of the file. It is very often used in the 
detection of known viruses (in fact it often equals the virus's size in bytes), it is also used 
by the integrity checking system. This variable is illustrated in drawing 3A as "K". 

The AltEntry variable represents the distance in any given file from the start of 
the file to the location of an extra header (as in the case of Windows executables). It is 
rarely used in the detection of known viruses, but is always used by the integrity checking 
system. Note that in the case of DOS device drivers, this variable represents the location 
of the program's interrupt routine, while the MainEntry variable represents the location of 
the program's strategy routine. 

The OpCount variable represents the number of instructions successfully 
interpreted. 

The IterationCount variable represents the number of times a loopback instruction 
was encountered. 

The JumpCount variable represents the number of times a branch instmction was 
encountered. 

The NoiseLevel variable represents the number of common "noise bytes" that 
were encountered. Note that "noise bytes" are instructions that do nothing, which are 
often used in the variable decryption routines of polymorphic viruses. 

The FileType variable represents the type of file being analyzed. This variable is 
set if the type of file can be verified (e.g. .EXE, device driver, 0LE2). 

The FileCRC variable represents a cryptographic checksum of the entire file. This 
variable is only generated when initializing the integrity checking database or when 
verifying repairs to a file. 
Arrays 

Arrays are illustrated in figure 9. 

• OpMap 

• IterationM^ 

• ModifiedByteMap 

The OpMap is a 32-byte bit array. Each bit represents a basic opcode. As any 
given opcode is encountered, the corresponding bit is set. Note that this process 
represents opcodes found in both the "Process OpCode" and "Process Extra" blocks in 
figure 5. As noted in section 5, more opcodes are processed than those represented in the 
OpCode object's ByteStream unit. 



10 



wo 00/22710 

PCT/US99/22445 

The IterationMap stores the locations (addresses) of instmctions executed more 
than once. 

The ModifiedByteMap stores an array of bytes that the interpreter code 
determines are being modified during execution. The bytes are stored as a str^ in their 
modified form. 



Bit Flags 

Bit flags are illustrated in figure 1 0. 

• VerifiedType 
10 . MuTheta 

• ZetaMu 

• FarCall 

• Op386 

• Opinvalid 
15 . OpEsc 

• LoopBack 

• CallNext 

• HiBoundExit 

• LoBoundExit 
20 • RetFar 

• RetNear 

• ModByte 

• hitByte 

• XHead 

The VerifiedType flag is set when the file is a known type. 

The MuTheta flag is set when a file starts with an "M" followed by a jump 
instruction. 

The ZetaMu flag is set when a DOS .EXE file starts widi "ZM" rather than "MZ". 
The FarCall flag is set when a far call instruction is encountered. 
The Op386 flag is set when an instruction is encountered that is used in 80386 of 
later processors. 

The Opinvalid flag is set if an invaUd opcode is encountered. 
The OpEsc flag is set if a coprocessor ESC instruction is encountered. 
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The LoopBack flag is set if an instruction is encountered that loops back. 
The CallNext flag is set if an instruction is encountered that calls the next 
instruction, which is a POP instruction. 

The HiBoundExit flag is set if tracing goes past the end of the file. 

The LoBoundExit flag is set if the tracing goes backward past the start of the file. 

The RetPar flag is set when a RetF instruction is encountered. 

The RetNear flag is set when a Ret instruction is encountered. 

The ModByte flag is set when an instruction is encountered that modifies other 
bytes in the file. 

The IntByte flag is set when an interrupt instruction is encountered. 

The XHead flag is set when a file is found to have an Extra Header. 
Main Process Description 
Step 1. Initialization 

The detection and repair system is initialized by setting up the necessaiy 
Information structure and loading the necessary databases. If a DeltaBase (file integrity 
database) does not exist, one is created. 

Note: the following steps are perfomied for each designated file on a system. A 
designated file is one which is defined as such by the user (e.g. all the .COM files on 
drive D:). 

Step 2. Raven (See figure 5 for details) 

Raven is run on the file and the Information structure is filled in. 
Step 3. Delta Check 

The Raven information is checked against the DeltaBase entry for the file. 
Step 4a. Delta Test 

If the hiformation struchire does not match the entry, or there is no entry, the 
process moves to Step 3b. Note that is a new DeltaBase is being created, all files are 
processed through the virus scanner. If the Information structure matches an existing 
entry for the file then the process continues to Step 9. 
Step 4b. Virus Check 

The Information structure is tested against the database of known viruses. 
Step 5a. Virus Test 

If a known virus is detected, the process moves to Step 5b. Otherwise, the process 
moves on to Step 6. 
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Step 5b. Repair 

If there is repair infomation on this virus, the virus is repaired. 
Step 6. Delta Test 

This function tests the results of the virus repair step (Step 5b) and the 
Infonnation for both a file without a DeltaBase entry and for a changed file. For the last 
two. the heuristic flags in the Information structure are used to decide whether the 
changes (or a new file's characteristics) appear to be normal or anomalous. If it is a new 
file, it is flagged as suspect 
Step 7a. Anomaly Test 

If the file appears to be anomalous, the process moves on to Step 7b. Otherwise 
the process continues to Step 8a. 
Step 7b. Isolate 

The anomalous file is copied to an isolation directory and the number of 
anomalous files detected is incremented. Process proceeds to Step 8b. 
Step 8a. Delta Restore 

In the case of an anomalous change, the DeltaBase data is used to restore the 
original file. Note that the isolated copy of the file is not restored. 
Step 8b. Delta Update 

In the case of a new file (unless it was flagged as suspect) or a non-anomalous 
change, DeltaBase is updated with the new Information structure data. 
Step 9. Done Test 

If all files have been processed, or the user has terminated the scan, the process 
continues to Step 10a. If there are still files remaining the process returns to Step 2. 
Step 10a. Multiple Anomalies 

If multiple anomalies were detected and isolated then the process goes to Step 10. 
Otherwise the process ends. 
Step 10b. Analysis 

In multiple changed files that appear anomalous were detected, isolated and the 
originals successfully restored, then the isolated samples are analyzed as a group by using 
the Raven function in its analysis mode. This is the mode that is used to produce virus 
signatures. If usable Information-structure-based signatures are generated they are added 
to the virus detection database. The anomalous files are also analyzed by comparison to 
the original files (restored in Step 8b) and, if possible, repair information is generated and 

13 



.wo 00/22710 

PCT/US99/22445 

added to the virus repair database. Note that these samples and the new detection and 
repair infonnation is archived in a form that may be sent to an antivirus vendor's virus 
analysis lab. 

Step 11a. Viral Test 

If a virus update was created by Step 10b, then the process goes to Step lib. 
Otherwise the process exits. 
Step 11a. Update Signature Database 

The virus update created by Step 10b is added to the known virus signature 
database and the entire process (starting with Step 1) is restarted. This is done so that the 
system can be scanned with the new virus detection and repair information. If no update 
was created, the process ends. 
Raven Process 
Step 1. Initialize 

For each file processed, local variables are initialized and a scalpel function is 
called to determine the file type and entry point. 
Step 2. Process Instruction 

The next assembly-language instruction pointed to is evaluated for validity. If it is 
invalid, an out-of-bounds condition is set. If it is valid, information about the instmction 
is stored. This involves: 1. Calculating the length of the opcode. 2. Setting various flags 
depending on the specific instruction. 3. Setting bits in the OpMap table. 4. Storing the 
opcode bytes, (i.e. (a) the opcode alone, (b) the opcode (and mod/rm byte if present), and 
(c) the full instruction) in the appropriate byte streams. 5. Increasing (incrementing or 
adding to) the appropriate counts. And 6. Resetting the assembly-language mstruction 
pointer. 

Step 3. Out-of-bounds Test 1 

If the new assembly-language pointer is outside the buffer area, either the 
LoBoundExit flag or the HiBoundExit flag is set and the process, or if an out-of-bounds 
condition is set from the previous step then the OpInvalid flag is set and the process 
moves on to Step 7. Otherwise the process continues to Step 4. 
Step 4. Set Flags 

Depending on the specific opcode and flags set in 2 above, flags are set in the 
Infonnation Structure. 
Step 5a. Branch Test 
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If the instruction is a branch (short jmp. near jmp. long jmp, ret, retf. near call, or 
far call) one or more flags may be set (depending on the branch type and or direction) and 
the instruction pointer is reset to the destination of the branch and the process moves on 
to Step 5b. Otherwise the process moves on to Step 6. 
Step 5b. Out-of-bounds Test 2 

If the new assembly-language pointer is outside the buffer area, either the 
LoBoundExit flag or the HiBoundExit flag is set and the process moves on to Step 7. 
Step 6. Done Test 1 

If the number of instructions processed do not yet equal the target number, the 
process loops back to Step 2. Otherwise the process moves on to Step 7. 
Step 7. Process Extra 

The next assembly-language instruction pointed to is evaluated for validity. If it is 
invalid, an out-of-bounds condition is set. If it is vahd. information about the instruction 
is stored. Unlike Step 2, this involves only calculating the length of the opcode, setting 
bits in the OpMap table, and resetting the assembly-language instruction pointer. 
Step 8. Done Test 2 

If the number of instructions processed do not yet equal the target number, the 
process loops back to St^ 7. 
Step 9. Process Data 

Local flags and variables are transferred to the Information Structure. CRC values 
are calculated for the various ByteStream and ByteSubStream units (including those 
filled in by the calling function) and these are stored in the ^formation Stmcture. 

Process returns to the calling function with the Information Structure completely 
filled in. 

OTHER EMBODIMENTS 

Though a preferred embodiment has been described it should be recognized that, 
by various modifications, other embodiments of this invention may be implemented. For 
example, by using the Raven engine, tlie known-virus component (consisting of scanning 
files apart for an file-integrity system) with (or without) its related repair system could be 
developed as a stand-alone program. Conversely, also by using the Raven engine, the 
file-integrity and its related recovery system could be developed as a stand-alone 
program. These and other modifications to the preferred embodiment of raven are 
provided for by the present invention that is limited only by the following claims. 
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WHAT IS CLAIMED IS: 

1. A computer system configured to for the detection and removal of various 
types computer viruses in real time, said computer system comprising: 

a processing unit, said computer system with memoiy for storing data and 
functions(note that the disk sectors, files, and communication data streams herein 
mentioned are all called "data streams", said memory having inputs and outputs, said 
computer having permanent media read-write data storage (herein referred to as "disk"), 
the data storage (in the memory or on the permanent media) having one or more 
computer files stored therein or thereon in one or more directories, said computer having 
the capability to output video data to a monitor, said computer possibly, but not 
necessarily, being connected to and having the capabiHty to communicate via data 
streams with one or more other computers (Prior art See Figure 1); 

a process to produce a of collection of data wherein the relational nature of the 
various data is used to perform various operations involved the detection of computer 
viruses (See Figure 1); 

a process that uses said collection of relational data to verify and remove known 
viruses from one or more files (or one or more disk sectors) on the computer; 

a process to access relational data on the storage device, said process having the 
fiinctionality to both read and write the data; 

a process to output information, said output process going to said computer's 
video display and/or said output process going to said computer's permanent storage 
media display and/or said output process going through said computer's possible 
connection to one or more other computers. 

2. The computer system in claim 1, wherein said system is configured to use the 
relational data process to produce, store, and compare use integrity checking information 
for one or more of the files (or one or more disk sectors) on said computer system. 

3. The computer system in claim 1, wherein said system is configured to use the 
relational data process to detect known virus, having one or more databases containing 
previously produced relational data for one or more known computer viruses, detecting 
the viruses by analyzing the relationship between any or all of the processed data for any 
given file (or one or more disk sectors) and any or aU of the processed data for known 
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4. The computer system in claim 1, wherein said system is configured to use the 
relational data process to detect minor variants known virus, having one or more 
databases containing previously produced relational data for one or more known 
computer viruses, detecting the viruses by analyzing the relationship between any or all 
of the processed data for any given file (or one or more disk sectors) and any or all of the 
processed data for known viruses. 

5. The computer system in claim 1, wherein said system is configured to use 
relational data process to produce new virus analysis for detection that can be transferred 
for use by a system as described in claims 3 and 4. 

6. The computer system in claim 1, wherein said system is configured to use 
some or all of the integrity checking relational data storage described in claim 2 to 
analyze and possibly restore and verify files (or one or more disk sectors) found to have 
changed, or possibly update the stored data. 

7. The computer system in claim 1, wherein said system is configured, in the 
event of a known virus being detected, to use relational data process to invoke the 
known-virus verification and removal process for the specific virus detected. 

8. The computer system in claim 1, wherein said system is configured in any one 
or combination of the configurations described in claims 2, 3, 4, 5, 6, and/or 7, and is 
implemented in any manner so as to nm as a process in real time on said computer 
system (See Figure 4). 

9. The computer system in claim 8, wherein said combination of configurations 
is implemented as real-time process to be initiated by the user of said computer system, 
such user-initiation being performed fix>m the computer command hne, or fi-om a 
provided graphical user interface, or via another user-initiated process. 



10. The computer system in claim 8, wherein said combination of configurations 
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•is implemented as real-time process to be initiated as a scheduled or other automated 
process. 



11. The computer system in claim 8, wherein said combination of configurations 
is implemented as real-time process to be initiated remotely, in any of the ways described 
in claims 9 and 10, by a separate, connected computer system. 

12. The computer system in claim 8, wherein said combination of configurations 
is implemented as real-time process to be initiated in any of the ways described in claims 
9 and 10 to run as a remote process on one or more separate, connected computer 
systems. 



13. The computer system in claim 8, wherein said system is configured in any 
or combination of the configurations described in claims 9, 10, 11, and/or 12, and 
implemented in any manner so as to run, or to be run remotely, as a process in real time 
on said computer system. 
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Allocated ByteStreams 

^eStreams are allocated. The pointer unit in each primary 
signature object points to these streams. 

Trace Object ByteStreom | 
Opcode Object ByteStream 



OpMode Object ByteStream 



Entry Object ByteStream 



Header Object ByteStream 

[Extra Object ByteStream 
Toil Object ByteStream 

FIG. 6 

Structure of each primary signature object. 
"pointer to ByteStream 

N1 = Len of ByteStream 

N2 = (Len of ByteStream)/N ~ 
CRC of ByteStream for N1 bytes 
ORG of ByteStream for N2 bytes 



FIG. 7 
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Extended Relational Signature Objects: Variables 



RieSize 

Inset 

MainEntry 

AltEntry 

Opcount 

IteratlonCount 

JumpCount 

NoiseLevel 

RleType 

FileCRC 



FIG. 8 



Extended Relational Signature O bjects: Arrays 
OpMap is o 32-byt e bit map 

IterotionMop is a va riable length array of unsigned longs. 
ModifiedByteMap is a variable length array of bytes. 



FIG. 9 
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Extended Relational Signature Objects: Flags 



0x00 - VerifiedType File type is known. 



0x01 - MuTheta 



RIe starts with "M" theta. 



0x02 - ZetaMu 



RIe starts with "ZM". 



0x03 - FarCall 



RIe has a for call (0x9A). 



0x04 - Op386 



RIe has 80386+ instructions. 



0x05 - Opinvalid 



RIe has invalid opcode. 



0x06 - OpEsc 



0x07 - LoopBock 



RIe uses ESC (coprocessor) instruction. 



RIe hos decryptor-like loop. 



0x08 - CallNext 



RIe uses coll-next, pop sequence. 



0x09 - HiBoundExit RIe traces post EOF. 



OxOA - LoBoundExit RIe traces to before start of file. 



OxOB - RetFor 



RIe has retf instruction. 



lOxOC - RetNear 



RIe has ret instruction 



OxOD - ModByte 



RIe has self-nnodifying code. 



OxOE - IntByte 



RIe calls interrupt. 



OxOF - XHead 



RIe has Win or OS/2 header. 



FIG. 10 
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